
 
 
 
 
Technical Information Sheet 
 

 

Product name : Anti Slip Paint  
   440.0071021.076 
 
Supplier / Producer : MOTIP DUPLI B.V. 
   Wolfraamweg 2 
   8471 XC  WOLVEGA 
   Telephone number +31 561 – 69 44 00 
   Telefax number +31 561 – 69 44 31 
 

 

Product description 
Special, modified, fast-drying acrylic resin lacquer with anti-slip particles and a transparent matt finish. Increases grip 
on slippery surfaces, reducing the risk of falling. Even in wet weather. For interior and exterior use. Ideal for stairs, 
shower trays, bathroom floors, tiles around swimming pools, tool handles, etc.  
 
 

Product characteristics 
• Increases the safety conditions (e.g. on stairs or bathroom floors)  

• Good adhesion on concrete, asphalt, tiles, wood, metals, linoleum 
and most plastics 

• Easy application due to an upside-down valve 

• Resistant to chlorine water and saltwater 

• Fast-drying 

• For outdoor and indoor areas 
 
 

Physical and Chemical Characteristics 
Contents   : 400 ml 
Base   : Modified acrylic resin 
Colour  : Transparent matt 
VOC-content   : Approximately 89% w/w 
Solid content   : Approximately 11% w/w 
Coverage   : 1 to 1,6 m² 
Dust dry   : After approximately 5 minutes 
Touch dry  : After approximately 30 minutes 
Hardened/re-sprayable   : After 24 hour 
 
The drying time depends on the ambient temperature, the humidity of the air and the thickness of the lacquer applied. 
 
 

Environment and labeling 
 
Environmentally compatible: MOTIP DUPLI B.V. is committed to apply formulations without restricted or critical 
ingredients and to achieve best possible performance.  
 
Disposal: Please mind the residue inside the containers. Completely emptied containers can be used for recycling. If 
cans are not emptied, they should be disposed off as "special refuse". 
 
Labeling: All products of MOTIP DUPLI B.V. comply with the current status of their labeling regulations. Classification 
and distinction takes place by the presently legal form of the Globally Harmonized System of Classification and 
Labelling of Chemicals (GHS) or rather by CLP 1272/2008/EG regulations. Our safety data sheets comply with the 
current form of REACH 1907/2006/EG, article 31 und appendix II. 
 

  



Usage 
 
Treatment 
The surface should be clean, dry and free of grease.  
 
The aerosol should have room temperature. Best processing temperature is 15 to 25°C.  
 
Shake for 2 minutes and spray a sample area first. Mask off the surrounding area. Turn the spray can for upside-down 
application.  
Apply several layers. Wait 5 minutes between each layer. The structure is dependent on the number of layers.  
Can be walked on after 24 hours and is easy to clean with neutral cleaning agents.  
 
If the grip becomes reduced due to wear, new layers can be applied.  
 
 
Tips for spray painting: 

• Store the aerosol in a dry place.  

• Protect the object and the surrounding area from spray mist. 

• Temperature should range between +15°C and +25°C, max. air humidity 60 %.  

• Use only during dry weather, in places protected from the wind and in well-ventilated rooms.  

• Follow the warning texts on the labels. 
 


